
180V, 200mA Triple Opposing, 
Low Leakage Switching Diodes in SOT-26 package

Central Semiconductor’s CMXD3003TO consists of three (3) 
isolated, low leakage silicon switching diodes arranged in an 
alternating configuration and packaged in the SOT-26. This 
device is suitable for a host of switching, signal blocking and 
steering diode applications. These isolated diodes can be 
arranged in multiple configurations by utilizing varied 
mounting pad geometries.

SOT-26
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  • Energy efficiency 
  • Multiple configurations possible
  • Industry standard SOT-26 package

Benefits:

 Features:
  • Very low leakage current (1.0nA)
  • Low capacitance (4.0pF)
  • Excellent high temperature performance

Applications:
  • Voltage multiplier
  • Steering diode array
  • General purpose switching

Typical Electrical Characteristics

Electrical Characteristics Per Diode: (TA = 25˚C unless otherwise noted) Thermal Characteristics
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To order samples of this device visit:
www.centralsemi.com/info/CMXD3003TO

Samples:

Order your selection guide today. 
Visit: web.centralsemi.com/search/sample.php
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* TA = 150˚C
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For further information contact:
Sales at Central Semiconductor Corp.

(631) 435-1110 or visit our website at:
www.centra lsemi .com

Innovative Discrete 
Semiconductors

Mechanical Drawing - SOT-26

Lead Code

Mounting Pad (Dimensions in mm)

Reel Packing Information

Sample devices available upon request. To order samples of this device visit: www.centralsemi.com/info/CMXD3003TO
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MARKING CODE: 
C03TO

1) Anode D1
2) Cathode D2
3) Anode D3
4) Cathode D3
5) Anode D2
6) Cathode D1

Packaging Base / Ordering Information

Reel Size Quantity Central
Item No.

7” 3,000 CMXD3003TO TR

Tape Dimensions and Orientation  
(Dimensions in mm)

Tape Width: 8mm

Direction of Unreeling

* Devices are taped in 
accordance with 

Electronic Industries 
Association Standard 

EIA-481-1-A 
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CMXD3003TO 180V, 200mA Triple Opposing, 
Low Leakage Switching Diodes in SOT-26 package


