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SPECIFICATION 
 

Part No. : TG.25.2113 

 

Product Name  : 2dBi quad-band cellular dipole terminal antenna 

hinged SMA(M) 

 

Feature : High gain dipole terminal antenna 

RoHS Compliant 

198mm Straight/ 174mm @90° 
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I. Introduction 

TG.25 quad-band GSM-DCS-PCS-GPRS-EDGE 824MHz ~ 1990MHz dipole terminal 

antenna is a quality robust and high gain antenna. The antenna has a straight SMA(M) 

connector with PU casing. It can be use straight or bend to suit any application. 

 

II. Specification 

Specifications 

ELECTRICAL 

  AMPS GSM DCS  PCS 

Band (MHz) 824-896 880-960 1710-1880 1850-1990 

Avg. Efficiency @90° 31% 69% 56% 36% 

Avg. Gain @90° 0.5dBi 2.6dBi 1.0dBi 1.0dBi 

Avg. Efficiency Straight 10% 19% 36% 18% 

Avg. Gain Straight -1.3dBi -2.8dBi -0.5dBi -1.5dBi 

Polarization  Linear- Vertical 

Impedance  50 ohms 

Radiation  Omni-Directional 

Operation Temperature -40℃ ~ +85℃ 

Storage Temperature -40℃ ~ +105℃ 
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III.  Electrical Property 

III.1. Return Loss 
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III.2. VSWR 
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III.3. Efficiency 
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III.4. Radiation Pattern 
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IV. Drawing 

 

 

 

1 Connector SMA Straight Plug (Black) 

2 Antenna Base I PC & ABS(Black) 

3 Rotary Shaft Brass, Cr (Black) 

4 Antenna Base II PC & ABS(Black) 

5 Antenna Cover TPU (Black) 

 

 


